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AMENDMENT NO. 1 FEBRUARY 2009 

TO 

IS 2720 (PART 28) : 1974 METHODS OF 

TEST FOR SOILS 

PART 28 DETERMINATION OF DRY DENSITY OF SOILS, 
IN-PLACE, BY THE SAND REPLACEMENT METHOD 

( First Revision ) 

{Page 20, Annex B, clause B-2.4) — Substitute the following for the 
existing clause: 

'The wet gravel shall be placed in an oven and the oven-dry weight (W^ and 
water content (Wg) shall be determined.' 

{Page 20, Annex B, clause B-3.1) — Substitute the following for the 
existing under SI No. (d) to (j): 



*d) Wet density of minus 4.75 mm soil 

e) Dry weight of minus 4.75 nun soil 

f) Dry density of minus 4.75 nmi soil 



(c) 
^ (b) 



l-fw./lOO 
(d) 



l + w,/100 
g) Dry weight of total material (soil + gravel) = ^ *g + (e) 

h) Water content (wr) of total material, percent = --^ — — x 1 00 

(g) 
j) Percentage ofgravel in the material on a dry ly 

weight basis = — - x 1 00 ' 

(g) 



(CED43) 
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Indian Standard 
METHODS OF TEST FOR SOILS 

PART XXVIII DETERMINATION OF DRY DENSITY 

OF SOILS IN-PLACE, BY THE SAND 

REPLACEMENT METHOD 

( First Revision ) 

0. FOREWORD 

0»1 This Indian Standard ( Part XXVIII ) ( First Revision ) was adopted 
by the Indian Standards Institution on 21 February 1974, after the draft 
finalized by the Soil Engineering Sectional Committee had been approve 
by the Civil Engineering Division Coimcil. 

9«2 Widi a view to establish uniform procedures for the determination of 
diflferent characteristics of soib and also for facilitating comparative stiylies 
of the results, the Indian Standards Institution is bringing out this Indian 
Standard methods of test for soils ( IS : 2720 ) which will be published in 
parts. This part [ IS \ 2720 (Part XXVIII ) ] deals with the determination 
of dry density of soil, in-place, by the sand replacement method. The 
in-place densityr of hatural soil is needed for the determination of bearhig 
capacity of soils, for the purpose of stability analysis of natural skp^ ibr 
the determination of pr^ures on underlying strata for calculation of settle- 
ment, etc. In compacted soils the in-Dlace density is needed to check the 
amount of compaction that the soil has undergone for comparison with 
design data. The correct estimation of the in-place density of both 
natural and compacted soils is therefore of impl^rtance. 

0.2.1 This standard was originally published in 1966. In this revision 
the sieve size for defining fine-grained soils has been changed to 2 mm. An 
appendix has been added for the determination of water content and dry 
density of medium- and coarse-grained soib containing appreciable gravel 
firaction. 

0*3 This standard is divided into two sections. Section 1 prescribes the 
method suitable for fine- and medium-grained soils using the small sand 
pouring cylinder; Section 2 lays down the method whi<£ uses the large 
sand pouring cylinder and is suitable for fine-, medium- and coarse-grained 
soils containing stones which make the test of Section I difficult to 
perform. 
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0.3,1 For the purpose of tests described in this standard soib shall be 
grouped as shown below: 

Fine-grained soils Soils containing not less than 90 

percent passing a 2*0-nun IS 
Sieve ( j^^ IS :460.1962* ) 

Medium-grained soils Soik containing not less than 90 

percent passing a 20-nim IS 
Sieve ( 1^^18:460-1 962*) 

Coarse-grained soils Soils containing not less than 90 

percent passing a 40-mm IS 
Sieve ( see IS : 460-1962* ) 

0.4 The other standards so £ar published relating to the determination of 
density of soil in-place are as follows: 

IS : 2720 (Part XXIX)-1966 Methods of test for soils: Part XXIX 
Determination of dry density of soils in-place by the core cutter 
method 

IS: 2720 (Part XXXIII ).1971 Methods of test for soils: Part 

XXXIII Determination of density in-place by the ring and 
water replacement method 

IS: 2720 (Part XXXIV )- 1972 Methods of test for soils: Part 

XXXIV Determination of density of soil in-place by the rubbcr- 
baloon method 

••S In the formulation of this standard due weigh tage has been given to 
international co-ordination among the standards and practices prevailing 
in different countries in addition to relating it to the practices in the field 
ID this coimtry. 1 his has been met by basing the standard on the follow- 
ing publications: 

BS 1377:1961 Methods of testing soils for civil engineering purposes. 
British Standards Institution. 

India. Ministry of Irrigation and Power. CBIP Publication No. 
42. Standards for testing soils. 1963. Central Board of Irrigation 
and Power, New Delhi. 

0.6 In reporting the result of a test or analysis made in accordance with 
this standard, if the final value, observed or calculated, is to be rounded 
off, it shall be done in accordance with IS : 2-1960t. 

^Spediicmtion for test sieves ( rmsti ). 

t Rules for rounding off numerical values ( nvisid). 
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SECTION I METHOD SUITABLE FOR FINE- AND MEDIUM- 
GRAINED SOILS : SMALL POURING CYLINDER METHOD 

1. SCOPE 

1*1 This method covers the determination, in-place, of the dry density 
( in g/cm' or kg/m* ) of natural or compacted fine- and medium-grained 
soils for which a small sand-pouring cylinder is used. The method is 
applicable to layers not exceedmg 150 nun in thickness ( see Note ). 

Note — With granular materials having little or no cohesion, particularly when they 
are wet, there is a danger of errors in the measurement of dry density by this method. 
These errors are caused by the slumping of the sides of the excavated density hole and 
always result in an over-estimation of the density. 

2. APPARATUS 

2.1 Small Sand-Poaring Cylinder — similar in essential details to that 
shown in Fig. 1. 

2.2 Tools for Ezcmvating Holes — suitable tools, such as a scraper tool 
similar to that shown in Fig. 2 to make a level surface; bent spoon, dibber 
shown in Fig. 3. 

2.3 Cylindrical Calibrating Container — with an internal diameter of 
100 mm and an internal depth of 150 mm ( see Note 1 under 4.2.2 ) of the 
type illustrated in Fig. 4 fitted with a flange approximately 50 nun wide 
and about 5 ram thick surrounding the open end. The volume of the 
container should be given to an accuracy of 0*25 percent. 

2.4 Balance — accurate to 1 g. 

2.5 Plane Surfaces Glass or Perspex Plate or Other Plane Surface — 

about 450 miA square and 9 mm thick or larger. 

2.6 Metal Containers — to collect excavated soil. A convenient size 
is one about 150 nun diameter and 200 mm deep with a removable 
cover. 

2.7 Cylindrical Steel Core-Cntter — of steel, 127*4 ± 0*1 mm long 
and 100 mm ±0*1 mm internal diameter with a wall thickness of 3 mm 
bevelled at one end. One suitable type is illustrated in Fig. 5. The cutter 
shall be kept adequately greased. 

2.8 Metal Tray with Hole — 300 mm square and 40 mm deep with a 
100 mm hole in the centre. 
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*The handle may be required for large pouring cylinder only. 
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Note. 1 —This design has been found satis&ctory* but alternative designs 
employed, provided that die essential requirements are fiilfilkxL 
NoTB 2 — Essential dimensions are underlined. 
NoTS 3 — Tolerance on essential dimensions «bl mm. 
All dimen sio ns in millimetres. 

Fio. I Sand-Pourimo GyuNDBm for trb Drtuiiiication or Dimmr 
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Nan — This dedgn has been found tadsfiictory, but alternative dcdgm auj be 
employed* 

All dimentioDS in millimetiet. 

Fio. 2 Scraper for Lbvbllino Surfaob of Soil 
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Note ~ Thii design has been found satisfiictory» but alternative designr may be 
employed* 

All dlmensiops in milllmftres, 
Fio. 3 DiBBXR for Diooing Dbnoty HOLIt 
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NoTB 1 — This design hat been found satis&ctory, but alternative deii|nB may be 
employed, provided that the; essential requirements are fulfilled. 

Scnat 2 — Kssmtial dimensions are underlined. 

KonL J — Tolerance on essential dimensions ^ 0' 1 nun. 

All dimensions in millimetres. 

Fio. 4 Gaubratino Container for Uts with Small Pourino 

CvLiNDsm 

8 
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Fio. 5 



All dimentioDi in miUlmctict. 

Nairn 1 --> ThcM dctimM have 
been found imtitfactory, Imt 
aiteniative deti^pu may be 
CUTTER employed, provided that the 

enential requirements are 
ftilfiUed. 

Note 2 — Ettential dimen- 
•ionf are underlined. 

NoTB 3 — Tolerance on ca- 
tential dimenniont db 0*1 mm. 

GoRB-Curnui Apparatui for Soil Density Dbtermination 

9 
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3. MATERIAL ( SAND ) 

3*1 Clean, uniformly graded natural sand passing the rOO-mm IS Sieve 
and retained on the 600-micron IS Sieve shall be used. It shall be free 
from organic matter, and shall have been oven dried and stored for a 
suitable period to allow its water content to reach equilibrium with atmos- 
pheric humidity ( se§ Note ). 

NoTB — Generally a storage period, after oven drying, of about 7 days is sufficient 
for the water content of the sand to reach equilibrium with the atmospheric humidity. 
The sand should not be stored in air-tight containers and should be thoroughly mixed 
before use. If sand is salvaged from holes in compacted soib after carrying out the test, 
it is advisable to sieve, dry and store this sand again before it is used in further sand 
replacement tests. 

4. PROCaEDURE 

4.1 Calibrmdon of Apparmtas 

4.1.1 The method given in 4.1.1.1 to 4.1.1.4 shall be followed for the 
determination of the weight of sand in the cone of the pouring cylinder. 

4.UJ The pouring cylinder shall be filled so that the level of the 
sand in the cylinder is witlun about 10 mm of the top. Its total initial 
weight ( W'i^ ) shall be found and shall be maintained constant throughout 
the tests for which the calibration is used. A volume of sand equi^ent 
to that of the excavated hole in the soil ( or equal to that of the calibrat- 
ing container ) ( see Note 1 under 4«2.2 ) shall be allowed to run out of 
the cylinder under gravity. The shutter on the pouring cylinder shall 
then be closed and the cylinder placed on a plane surface, such as a glass 
plate. 

4.1. 1*2 The shutter on the pouring cylinder shall be opened and sand 
allowed to run out. When no further movement of sand takes place in the 
cyUnder the shutter shall be closed and the cylinder removed carefitlly. 

4.1 .l.S The sand that has filled the cone of the pouring cylinder (that 
is/ the sand that is left on the plane surface ) shall be collected and weighed 
to the nearest gram. 

4«1.1*4 These measurements shall be repeated at least three times and 
the mean weight ( W^ ) taken. 

4.1.2 The method described in 4.1.2.1 to 4.1.2.3 shall be followed for 
the determination of the bulk density of the sand ( Ys )• 

4.1.2.1 The internal volume ( V) in ml of the calibrating container 
shall be determined fi*om the weight of water contained in the container 
when filled to the brim ( see Note 1 under 4.2.2 ). The volume may also 
be calculated from the measured internal demensions of the container. 

10 
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4*1 .2*2 The pouring cylinder shall be placed. concentrically on the top 
of the calibrating container after being filled to the constant weight ( IV^ ) 
as in 4.1 .1.1. The shutter on the pouring cylinder shall be closed during 
this operation. The shutter shall be opened and sand allowed to run out. 
When no further movement of sand takes place in the cylinder the shutter 
shall be closed. The pouring cylinder shall be removed and weighed to 
the nearest gram. 

4.1 .2.3 These measurements shall be repeated at least three times and 
the mean weight ( IV^ ) taken ( see Note ). 

NoTF — Since variations in atmospheric humidity affect the water content of the sand, 
and hence its bulk density, the calibration should be made ( or at least checked ) during 
each day*s work. To overcome the effects of slight variations in grading and particle 
shape between batches of sand, each batch should be sampled and calibrated. 

4.2 Measuremciit of Soil Density — The following method shall be 
followed for the measurement of soil density. 

4.2.1 A flat area, approximately 450 mm square, of the soil to be tested 
shall be exposed and trimmed down to a level surface preferably with the 
aid of the scraper tool. 

4.2.2 The metal tray with a central hole shall be laid on the prepared 
surface of the soil with the hole over the portion of the soil to be tested. 
The hole in the soil shall then be excavated using the hole in the tray as a 
pattern, to the depth of the layer to be tested up to a maximum of 1 50 mm 
(^^^Note 1 ). The excavated soil shall be carefully collected, leaving no 
loose material in the hole and weighed to the nearest gram ( M^«,). The 
metal tray shall be removed before the pouring cylinder is placed in position 
over the excavated hole. 

The following alternative method shall be used for fine-grained cohe- 
sionless soils: 

The steel core cutter shall be pressed evenly and carefully into the 
soil until its top edge is flush with the levelled surface. Soil to a depth of 
ICO mm ( see Note 1 ) within the core cutter shall then be excavated by 
means of suitable tools. The excavated soil shall be carefully collected 
and weighed to the nearest gram ( W^). The core cutter shall remain 
in position during the remainder of the testing procedure. 

Note 1 — If for any reason it is necessary to excavate the holes to depths other than 
150 mm, the calibrating container should be replaced by one, the depth of which is the 
same as the hole excavated or its effective depth should be reduced to that of the hole 
excavated. 

Note 2 — Care shall be taken in excavating the hole to see that the hole is not 
enlarged by levering the dibber against the side of the hole, as this will result in lower 
densities being recorded. 

11 
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4.2«3 The water content ( M^ ) of the excavated soil shall be determined 
by theimethod specified in IS: 2720 (Part 11 )-l973*. Alternatively the 
whole of the excavated soil may be dried and weighed ( W^d )• 

4.2.4 The pouring cylinder filled to the constant weight ( W| ) as 
in 4.1.1 shall be so placed that the base of the cylinder covers the hole 
concentrically. The shutter on the pouring cylinder shall be closed during this 
operation. The shutter shall then be opened and sand allowed to run out 
into the hole. The p>ouring cylinder and the surrounding area shall not be 
vibrated during this period. When no further movement of sand takes 
place the shutter shall be closed. The cylinder shall be removed and 
weighed to the nearest gram {IV^) { see Note ) . 

NoTB — It is neceisary to make a number of repeated determination! ( at least three ) 
and to average the results, since the dry density of the soil varies appreciably from point 
to point. The number of determinations should b: such that an aaditional on: would 
make no significant difference to the average . 

5. CALCULATIONS 

5.1 The weight of sand (IVa) in g, reauired to fill the calibrating container 
shall be calculated from the following formula: 

where 

Wi » weight of pouring cylinder and sand before pDuring into 
calibrating container in g, 

W^ « mean weight of cylinder with residual sand after pouring 
into calibrating container and cone in g, and 

W^ =s mean weight of sand in cone in g. 

5.2 The bulk density of the sand ( Yt ) in kg/m* shall be calculated from 
the formula: 

Y,-^«X 1000 

where 

V «■ volume of calibrating container in ml. 

5.3 The weight of sand {W^)\n g, required to fill the excavated hole shall 
be calculated firom the following formula: 



*M*dMdioftcMli>rioib: Put II Determiiuitionofw»tercoatent (MMwffwiram). 
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where 

IVi >» weight of cylinder and sand before pouring into bok 

H^4 » weight of cylinder and sand after pouring into hole 

and cone in g, and 
IV^ «■ mean weight of sand in cone in g. 

5 A The bulk density y>> that is, the weight of the wet soil per cubic metre 
shall be calculated from the following formula: 

Y* = -ppf X Yfkg/m* 

where 

JV^ ■■ weight of soil excavated in g, 
H^i V weight of sand required to fill the hole in gy and 
Y« ^ bulk density of sand in kg/m'. 

5.5 The dry density y#> that is, the weight of the dry soil shall be calculat- 
ed from the following formula: 

or 

Y- - Tpr X Y. kg/m» 

where 

w «» water content of the soil in percent, 
Wg OS weight pf dry soil from the hole in g, and 
IV^ mm weight of sand required to fill the hole in g. 

C. REPORTING OF RESULTS 

6.1 The following values shall be reported: 

a) Dry density of soil in kg/m* to the nearest whole number. The 
dry density may also be calculated and reported in g/cm* correct 
to the second place of decimal. 

b) Water content of the soil in perceu*. reported to two significant 
figures. 

6*2 The method used for obtaining the test results shall be stated at the 
small pouring cylinder method, llie use of steel core cutter, if made, shall 
also be mentioned. 

€J The results of the test shall be recorded suitably. A recommended 
pro forma for the record of the test results is given in Appendix A. 

IS 
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SECTION 2 METHOD SUITABLE FOR FINE-» MEDIUM- 

AND COARSEGRAINED SOILS: LARGE 

POURING CYLINDER METHOD 

7. SCOPE 

7.1 This method covers the detennination, in-place, of the dry density 
( in g/cm* or kg/m' ) of natural or compacted soil containing stones which 
make the test of Section 1 difficult to perform. This is an alternative 
method of test to Section 1 for fine- and medium-grained soils and should 
be used instead of that test for layers exceeding 150 mm but not exceeding 
250 mm in thickness ( sie Note under 1.1 ). 

■• APPARATUS 

8.1 Large Saad-Poaring Cylinder — similar in the essential details to 
that shown in Fig. 1 . 

8.2 Tools for Excavating Holes — suitable tools, such as bent spoon, 
dibber (see Fig. 3), large screw driver, pointed steel rod about 300 mm long 
and 5 to 10 mm dia with a wooden handle. 

8.3 Cylindrical Calibrating Container — with internal diameter of 
200 mm and an internal depth of 250 mm ( see Note 1 under 4.2.2 ) of 
the type illustrated in Fig. 6 fitted with a flange 75 mm wide and about 
5 nun thick surrounding the open end. The volume of the container 
should be given to an accuracy of 0*15 percent. 

8.4 Balance — accurate to 1 g. 

8.5 Plane Snrface — a glass plate or other plane surface about 600 mm 
square and 10 mm thick or larger. 

8*6 Metal Containers — to collect the excavated soil and to take the 
supply of sand to fill the pouring cylinder. This may be provided with 
a suitable cover. 

8*7 Metal Tray with Central Hole — a metal tray 450 mm square 
and 50 mm deep with a 200 mm dia hole in the centre. 

9. MATERIAL (SAND) 

9.1 Clean, uniformly graded natural sand passing the l*00-mm IS Sieve and 
retained on the 600-micron IS Sieve shall be used. It shall be free from 
organic matter, and shall have been oven dried and stored for a suitable 
period to allow its water content to reach equilibrium with atmospheric 
humidity^( iu Note under 3.1 ). 

14 



I8s2720(PtotX3CVni)-1974 



STIFFENMG 
WEB 




Note 1 — Tliii detign has been found latisiactory, but alternative desigot may be 
employed, provided that the essential requirements are fulfilled. 

Note 2 — Essential dimensions are underlined. 

NoTB 3 — Tolerance on essential dimensions ^0*1 mm. 

All dimensions in millimetres. 

Fio. 6 Calibratino C!ontainbr for Usb wrm Large Pourino 
Cyundbr and in the Hand Scoop Method 



10. FROGEDURE 

10*1 Galibrmdoii of Apparmtiis 

10.1.1 The method described in 10.1.1.1 to 10.1.1.4 shall be followed for 
the detennination of the weight of sand in the cone of the pouring cylinder. 

10.1.1.1 The pouring cylinder shall be filled with a given initial 
weq^t of sand ( H^i ). This weight shall be maintained constant through* 
out tfie tesU for which the calibration is used ( see Note ). A volume of 
sand equivalent to that of the excavated hole in the soil ( or equal to that 
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of the calibrating container ) shall be allowed to run out of the pouring 
cylinder under gravity. The shutter on the pouring cylinder shall then be 
closed and the cylinder placed on the plane surface. 

NoTS — The total %^ipht of the pouring cylinder and land b large, to that the 
method of filling and weighing is to weigh the sand in two or three containers and tip it 
into the pouring cylinder before using. Care shall be taken to see that the same 
constant initial weight as is used in calibrating the apparatus is used for each density 
measurement. Sufficient sand should be used to leave about 4 to 5 kg of sand in the 
pouring cylinder after the test is completed. 

10.1 •1.2 The shutter on the pouring cylinder shall be opened and 
sand allowed to run out. When no further movement of sand takes place in 
the cylinder the shutter shall be closed and the cylinder removed carefully. 

10*1 •! .3 The sand that has filled the cone of the pouring cylinder 
shall be collected and weighed to the nearest 0* 1 percent of its total weight. 

10.1 •! .4 These measurements shall be repeated at least three times 
and mean weight ( 1V^ ) taken. 

10.1.2 The method described in 10.1.2J to 10.1.2.3 shall be followed 
for the determination of the bulk density of the sand ( y« ) . 

10.1.2*1 The internal volume ( F) in ml of the calibrating container 
shall be determined by the weight of water contained in the container 
when filled to the brim ( see Note under 10.2*2 ). 

10.1.2.2 The calibrating container should stand on a large tray 
during the procedure to collect the sand overflowing from the cone when the 
cylinder is removed. The pouring cylinder shall be placed concentrically 
on the top of the calibrating container and filled with the constant weight 
of sand ( W^j ) as in 10.1.1.1. The shutter on the pouring cylinder shall be 
closed during this operation. The shutter shall be opened and the sand 
allowed to run out. When no further movement of the sand takes place 
in the cylinder the shutter shall be closed. The pouring cylinder shall be 
removed and the sand remaining in it weighed to the nearest 0* 1 percent 
of its initial weight. 

10.1.23 These measurements shall be repeated at least three times, 
and the mean weight ( W^ ) taken ( see Note under 4.1.2.3 ). 

10.2 The method given in 10.2.1 to 10.2.4 shall be followed for the 
measurement of soil density. 

10.2.1 A flat area, approximately 60 cm', at the place at which the toil 
is to be tested shall be exposed and trimmed down to a level surface. 

10.2.2 The metal tray with a central hole shall be laid on the prepared 
surface of the soil with the hole over the i>ortion of the soil to be tested. 
The hole in the soil shall then be excavated using the hole in the tray as a 
pattern, to the depth of the layer to be tested up to a maximum of 250 mm 
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(sa Note ). The excavated soil shall be carefully collected, leaving no 
loose material in the hole> and weighed to the nearest gram ( IV^ ). llie 
metal tray shall be removed before the pouring cylinder is placed in 
position over the excavated hole. 

Now — If for any reason it it necessary to excavate holes to depths other than 250 mm 
the calibrating container should be replaced by one, the depth of which is the same as 
the hole excavated or its effective depth reduced to that of the hole excavated. 

10.2.3 A representative sample of the excavated soil shall be placed in an 
air-tight container and its water content ( w ) determined by the method 
spedEed in IS : 2720 ( Part II )-1973*. 

10.2.4 The pouring cylinder filled with the constant weight of sand 
( H^i ) as in 10.1 .LI, shall be placed so that the base of the cylinder covers 
the hole concentrically. The shutter on the pouring cylinder shall be 
closed during this operation. The shutter shall then be opened and sand 
allowed to run out. Wlien no further movement of the sand takes place 
the shutter shall be closed. The cylinder shall be removed and the sand 
remaining in it weighed to ^he nearest 0* 1 percent of its initial weight 
( W^^ ) ( see Note under 4.2.4 ). 

11. CALCULATIONS 

11«1 The calculations shall be done as laid down in 5. 

11.2 For medium- and coarse-grained soils containing appreciable gravel 
firaction ( plus 4*75-mm IS Sieve ) the water content and dry density shall 
be determined as given in Appendix B. 

12. REPORTING OF RESULTS 

12.1 The results shall be reported as specified in 6 except that the method 
used for obtaining the test results shall be stated as large ix>uring cylinder 
method. 

12.2 The results of the test shall be recorded suitably. A recommended 
pro forma for the record of test results is given in Appendix A. 



^Methods of test for soils: Part II Determination of water content (s$cmdrmsm)m 
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APPENDIX A 

( Clauses 6.3 and 12.2 ) 

DETERMINATION OF DRY DENSITY OF 80IL» IN.PLACaS» 
BY SAND REPLACaSMENT 

( Smmll Pouring CSyliader /Large Pouriiig Cylinder ) 

A-1. The test results for the two methods, namely > small pouring cylinder 
and large pouring cylinder may be tabulated as given below using the 
appropriate symbols and words in each case: 

Project: Tested by: 

Location: Date: 

State whether steel core cutter was used. 

Calibradon 



1. 


Mean weight of sand in 
cylinder) ( M^i), ing 


I cone ( of pouring 


2. 


Volume of calibrating container ( F), 


in ml 


3. 


Weight of sand ( + cylinder ) 
pouring ( W^)/in g 


before 


4. 


Mean weight of sand 
pouring ( W^), in g 


( + cylinder ) 


after 


5. 


Weight of sand to fill calibrating container 


6. 


, Bulk density of sand Yt - 


W 
= ^ X lOOO 


» kg/m« 
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MBmmurmanmkt of Soil Density 

1. Determination No. 

2. Weight of wet soil from hole ( W^ ), in g 



3. Weight of sand ( + cylinder ) bdbre pouring 

( ^» ), in g 

4. Weight of sand ( + cylinder ) after pouring 

(>^4)>ing 

5. Weight of sand in hole ( W^ - fV^- W^- W^ ), 
ing 

W 

6. Bulk density y^ =Xt^ ^ t* kg/m* 

7. Water content container l>Jo. 

8. Weight of soil for water content determi- 
nation, in g 

9. Weight of oven dried soil, in g 



10. Water content {w)y percent 



11. Dry density Yd « |^g--kg/m* 



\00+w 



APPENDIX B 

(Clause 11.2) 

DETERMINATION OF WATER CONTENT AND DRY DENSITY 

OF MEDIUM- AND COARSE-GRAINED SOILS CONTAINING 

APPRECIABLE GRAVEL FRACTION ( PLUS 4-75.mm IS SIEVE ) 

B-l. IN-PLACE BULK DENSITY 

B-1.1 The in-place bulk density (y^) of the soil shall be determined as 
described in Section 2. 

B-2. PROCEDURE FOR DETERMINATION OF VOLUME AND 
WATER CONTENT 

1I-2.1 After obtaining the wet weight ( JVip ) of the total material removed 
from the hole, the soil shall be separated into plus 4-75-mm fraction 
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(gravel) and minus 4*75 mm fraction by the 4*75-mm IS Sieve. This 
should be done rapidly to avoid loss of water. "*' 

Note — If this test is for construction control, the fraction pistinf the 4'75-mm IS 
Sieve should be placed in an air-tight container for further tests. 

B-2«2 The fraction retained on the 4-75-mm IS Sieve (gravel) shall be 
washed on the sieve using a minimum of water, blotted dry with a towel to 
a wet surface-dry condition and weighed { fVg)- 

B*2*3 The volume of the gpravel ( F^ ) in a wet surface-dry condition, shall 
then be determined by displacement of water from a siphon-container from 
which the over-flow can be measured, or by weighing in air and in water. 
The specific gravity ( G^ ) of the gravel particles should then be computed. 

Note — For construction control, the volume of gravel need not be measured every 
time a test is made. After several tests have shown that the specific gravity of the 
gravel from a particular source is virtually constant, the specific gravity may be assumed 
and the volume computed. 

B-2.4 The wet gravel ( IV' g ) shall be placed in an oven and the oven-dry 
weight and water content {wg) shall be determined. 

B*2*5 The water content (w^) in percent of the soil fraction passing the 
4*75-mm IS Sieve shall also be determined by oven-drying a representative 
sample. 

B-3. CALCULATIONS 

B-3.1 Further calculations should be carried out as follows: 

W 

a) In-place bulk density y. = Volume of hole 

b) Wet weight of minus 4'75-mm soil =« IV^ — IVg 

c) Volume of minus 4*75-mm soil = Volume of hole — Vg 

(a) 

d) Wet density of minus 4'75-mm soil = -^ 

(a) 

e) Dry weight of minus 4-75-mm soil -» ^—^ 



1 + wJlOO 

(c) 

f) Dry density of minus 4-75-nun soil ■« ,,^^ 

g) Dry weight of total material 

( soU + gravel ) « W^'^ + (d) 

h) Water content {wt) of total ^y — ff) 

material, percent = — TTT ^ *^ 

j) Percentage of gravel in the ^/ 

material on a dry weight basis » Yfi X 100 

k) Dry density of the total material = — -I*-—- 

20 



\ContimiiJ Jrom page 2 ) 

Mtmbirs 
Shri H. K. Guha 

ShRI N. N. BHATTAOHAltAYA 

{AltemaU) 
Shiu S. K. Gulhati 
ShriG. R. S.Jain 

Skri Amar SmoH ( AlUmatt ) 
Shri O. P. Malhotra 

Dr I. S. Uppal ( AlUmate ) 
Dr V. V. S. Rao 

Shri K. K. Gupta ( AltemaU ) 
KfAj K. M. S. Sahabi 
Shri H. C. Verma 

Shri M. N. Bauoa ( Altemale ) 



ISs 2720 ( Part XXVIO) - 1974 



Representing 
Geologisti* Syndicate Pvt Ltd» CalcutU 

Indian Institute of Technology, New Delhi 

Central Building Research Institute ( CSIR ), Roorkee 

Buildings &. Roads Research Laboratory, Chandigarh 

United Technical ConsultanU Pvt Ltd, New Delhi 

Engineer-in-Chief *s Branch, Army Headquarters 
Associated Instrument Manufacturers ( India ) Pvt 
Ltd, New Delhi 



21 



BUREAU OF INDIAN STANDARDS 

HerndquMfterm 

Manak Bhavan. 9 Bahadur Shah Zafar Marg. NEW DELH1 1 10002 

Talaphonas: 323 01 31 . 323 3375. 323 9402 Fax :^ 91 01 1 3234062. 3239399. 3239382 

E - mall . bis®V8nl.oom. Wabslta : http://^ww.bis.org.in 

CmntrmI Lmbormtory : T0l0phofw 

Plot No. 20/9. Site IV, Sahibat>ad Industrial Area. Sahibabad 201 010 477 00 32 

R^Sf^nml Offlc09: 

Central : Manak Bhavan. 9 Bahadur Shah Zafar Marg. NEW DELH1 1 1 0002 323 76 1 7 

•Eastern : 1 /1 4 QT Scheme VII. V.I.P. Road, KankurgachI, KOLKATA 700054 337 86 62 

Northern : SCO 335-336. Sector 34A CHANDIGARH 160022 60 38 43 

Southern : C.I.T. Campus. IV Cross Road, CHENNAI 6001 13 254 13 15 

tWestem : Manakalaya. E9. MIDC. Behind Marol Telephor)e Exchar>ge. 832 92 95 
Andheri (East). MUMBAI 400093 

Bnnch Offices: 

'Pushpak'. Nurmohamed Shaikh Marg. Khanpur. AHMEDABAD 380001 550 13 48 

Peenya Industrial Area. 1st Stage. Bangatore-Tumkur Road. 839 49 55 
BANGALORE 560058 

Commercial -cum -Office Complex. Opp. Dushera Maklan. E-5 Arera Cobny. 72 34 52 
Bittan Market. BHOPAL 462016 

62/63. Ganga Nagar, Unit VI. BHUBANESWAR 751001 40 36 27 

5th Roor. Kovai Towers. 44 Bala Sundaram Road, COIMBATORE 641018 21 88 35 

Plot No. 58. Neetam Bata Road. NIT. FARIDABAD 121001 542 82 61 

Savitri Complex. 116 G.T. Road. GH/VZIABAD 201001 471 19 98 

53/5 Ward No.29. R.G. Barua Road, 5th By-lane, Apurba Sinha Path, 54 1 1 37 
GUWAHATI 781003 

5-8-56C. L.N. Gupta Marg, Nampally Statk)n Road, HYDERABAD 500001 320 10 84 

E-52. Chltranjan Marg, C- Scheme. JAIPUR 302001 37 38 79 

1 1 7/41 8 B. Sarvodaya Nagar. KANPUR 208005 21 68 76 

Seth Bhawan, 2nd Fk>or, Behind Leela Cinema. Naval Kishore Road, 21 89 23 
LUCKNOW 226001 

NIT Buikling, Second Roor. Gokulpat Market. NAGPUR 440010 52 51 71 

Mahabir Bhawan. tst Roor, Ropar Road. NALAGARH 1 741 01 214 51 

Patliputra Industrial Estate. PATNA 80001 3 26 28 08 

Rrst Roor, Ptot Noa. 657-660. Market Yard. GuttekdI. PUNE 41 1 037 426 86 59 

Sahaianand Hou8e'3rd Roor. Bhaktinagar Circle. 80 Feet Road. 37 82 51 
RAJKOT 360002 

T.C. No. 1 V1421. Unlvoraity P. O. Palaywn. THRUVANANTHAPURAM 685034 32 21 04 

*Sala8 Offk^e la at 5 Chowrlnghee approach. P. O. Princep Street. 237 10 85 
KOLKATA 700072 

tSales OfRoe is at Novelty Chambers. Grant RomI. MUMBAI 400007 309 65 28 



Printed at H9h India Printing Press. Khur|a. India 



